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Montage

1
2
 m
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12 mm

9
 m

m

1
0
 m

m

4700 4701 4702 4703

1
0
 m

m

8
 m

m

montage van geponste rail uit de 4700-serie met kruiskopschroef 2314
(4700, 4701, 4702) of Torxschroef 2413 (4703).

montage van 4701 (of 4700 / 4702) 
met plafondsteun 4750 
en een standaard houtschroef.

typ Gtyp Ftyp Etyp Dtyp Ctyp A

10 3

300

10

300

3

150

10

2.5

3

150 150

2.5

3

2.5 150

2,5

150

R 1.5

R 1.5

R 1.5

typ H

4

300

02-11-2016 afb PG en PH toegevoegd

23004700
4701

2400 4300
4301

standard
typ B

4701
Toepassingsvoorbeeld

4702 met eindkap 4753 
als eindstop met glijder 4010

4702 met eindkap 4753

4753-12

4701

4010

Toepassing van de 4753-12, 
een artikel met twee functies: 
eindkap en eindstop
(hier bij de 4702)

4753-12

4701
4010
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12 mm
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montage van geponste rail uit de 4700-serie met kruiskopschroef 2314
(4700, 4701, 4702) of Torxschroef 2413 (4703).

montage van 4701 (of 4700 / 4702) 
met plafondsteun 4750 
en een standaard houtschroef.
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v1.10 EN

4700 - series (4702 and 4703 only available on request)

Mounting of punched profiles from the 4700-series with 
phillips screw 2314 (4700/4701/4702) or Torx screw 2413 (4703)

Mounting of the 4700, 4701 or 4702
with ceiling bracket 4750 and a
standard wood screw.

4700 series

Punch types

Mounting

Load table

load table with deflection (mm)

Application example

4701 with end cap 4753-12

Application of the 4753-12, a product with two functions:
only as end cap or as end cap and end stop (applied here to the 4701)
An end cap is also available for the more rounded 4700.

railtype and puch 

centres (cm)

4700

4701

load (kg)

4700 - series

filler positionradius

bendingprofile
filler positionradius

bendingprofile


